National Service Dog Month Sticker
Printing Instructions

Labels you'll need: Avery Template 22807 — Round Labels

When printing your labels, follow the steps below for the best e el M
results.
Pre-print procedures D AN AR &

Before you print the stickers on label sheets, the three big Y oY oYY o
printer settings to check are your paper size, paper type, and ‘@‘ ’Q‘ FlaW
page scaling. However, this can be tricky since these settings
can be named in different ways depending on your printer Y oIy
manufacturer. You can reference Avery’s help article * *
on recommended printer settings for more assistance with
navigating your printer options.

Paper size

In printer settings, the “sheet size” or “paper size” setting controls how your design is scaled to
the label sheet. Make sure the size selected matches the size of the sheet of labels you are
using. Otherwise, your labels will be misaligned. The most commonly used size is letter-size 8-
1/2” x 11" paper.

Paper type

The “paper type” or “media type” setting changes the speed at which the sheet is fed through
your printer. Change this setting to the “Labels” option to slow down the speed and reduce
the risk of misalignment. If your printer does not have an option for “Labels,” you can select
one of the options for “Cardstock,” “Heavyweight” or “Premium” instead. In some printers, the
“Labels” or “Cardstock” option will also mean that your sheet will need to be fed through
another tray like the manual feed tray. The manual feed tray will provide the best results since
the sheet will be fed through the printer flat. This avoids having the sheet bend and curl while
traveling up multiple printer rollers.

Page scaling

The page scaling setting should always be set to 100% or “Actual Size.” Never use the “fit to the
page” option, which will cause your design to shrink to the wrong size and result in misaligned
labels.


https://www.avery.com/help/kb/details.php?name=recommended-printer-settings-specific-printer-settings&id=6da5c0dc-d39b-11e8-86a3-0688f4ec8ad6&category=All

Determine the Feed Direction of Your Printer

Once you have these options set correctly, make a test print on a blank sheet of printer paper
to see how they come out. Mark your blank test sheet beforehand to show which side is up
and which direction the sheet is being fed so that you can confirm exactly how to feed the
label sheets.

Most labels will just need to be fed with the right side facing up, but you can double-check
the recommended feed direction by checking your Avery label sheet.

Print your stickers

After making any final adjustments, go ahead and print again on the label sheets. And you're
done!

Looking for more help?

If you still need a little help, you can contact the Avery consumer care center for assistance
or browse their helpful knowledge base for more answers. Not sure if printing labels is for
you? You can also have the Avery team of experts print your projects perfectly aligned and at
the best quality with their WePrint printing service.

Instructions provided courtesy of Avery.


https://www.avery.com/help/
https://www.avery.com/help/kb/
https://www.avery.com/custom-printing/
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